1-11/16” 5/6 2 STAGE 169A5620

169A5620 Roper 1-11/16" 5/6 2 Stage Power Section

Change in Fit for Temperature
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STD APPROX STALL TORQUE 115 FT-LBF
STATOR MAJOR DIAMETER  1.190 ROTOR ECCENTRICITY .075
STATOR MINOR DIAMETER  0.890 ROTOR WEIGHT 12 LBS.
ROTOR MAJOR DIAMETER  1.050 STATOR WEIGHT 13 LBS.
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® Roper logo is a registered trademark of Roper Pump Company, Inc. All dimensions in inches.
Specifications subject to change without notice. © 2001 Roper Pump Company, Inc.
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1-11/16" 5/6 5 STAGE 169R5650

169R5650 Roper 1-11/16" 5/6 5 Stage Power Section

Change in Fit for Temperature

0.030

0025 1

inch

0.020

0015 1

o

010 -

Fit Change from 70°F,

0.005

0.000 T T T T T
100 150 200 250 300

- M e L - ! P Temperature, °F e comeon
N N - 5-6
A B C F G H M N L K R J
1-11/16 | 1-3/8 4 85 10 99 87 91 4 1 — —
STD 0OVS APPROX STALL TORQUE 185 FT-LBF

STATOR MAJOR DIAMETER 1.123 1.135 ROTOR ECCENTRICITY .070
STATOR MINOR DIAMETER 0.843 0.855 ROTOR WEIGHT 18 LBS.
ROTOR MAJOR DIAMETER  0.980 STATOR WEIGHT 21 LBS.

PERFORMANCE DATA

800 160
450 GPM
——— Z
700 140
\ ,/r/,/
N\ e
600 T A s 120
35 GPM SR =
\\ //’// w
\\\ § P m
P -
500 — N 100 7
\\ 7 7 E
S Cd /', ~
§ 400 " —_— Pl >\‘\ \\ 80 5
\\\ ///,// N \\ O‘
~— 4 \\ 04
300 P N 60 O
7 - N\ =
Revat N
200 F S ™ \\ 40
-7 - ~
A ~ Pd - \\
RN N\
100 T 20
< FuLloap™\
s - N
0 0
0 100 200 300 400 500 600 700 800
DIFFERENTIAL PRESSURE, PSI
169R5650
® Roper logo is a registered trademark of Roper Pump Company, Inc. All dimensions in inches.
Specifications subject to change without notice. © 2001 Roper Pump Company, Inc.

169R5650 REV. A 2/13/01



